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BASIC INFORMATION 

Bathtub door: 

- can be used as an opening cover for various building openings, penetrations and shafts, 
- have an eccentrically placed hinge that allows the door to be opened as much as possible, 
- are made of high-quality ASA plastic with high resistance to UV radiation, 
- available in eight sizes (150x150, 150x200, 150x300, 200x200, 200x250,  

200x300, 300x300, 300x400 mm). 
 
Installation:  

 After unpacking, open the door and take it out of the frame. The frame itself is worked into 
the building opening using putty, silicone or screws. The condition is to maintain the shape of 
the frame without deformation. Make sure that the frame is installed flush with the wall! Let 
the walled-in frame harden and then put the door in the frame. With this door, even after the 
frame has been built, we can choose the direction Left/right opening. 
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FEATURES & BENEFITS  

- minimalist design, 
- high-quality workmanship guaranteeing a long service life, 
- weather-resistant, 
- eccentrically placed hinge, 
- intuitive opening system, 
- simple installation and easy maintenance, 
- The design of the door does not disturb the surrounding design. 
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DIMENSIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 
 
 
For more information, please contact www.haco.cz or our sales representatives: 

 
 

http://www.haco.cz/

